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Our Vision
We strive to light your spaces in the most innovate and 
cost-effective manner as the contractors’ choice for LED lighting.

Our Mission Statement
We provide cost-effective, high quality, guaranteed LED lighting products and solutions that 
enable significant carbon reduction to all sizes of organisations across the world. 

About Us
BrightLED has established itself, over the past 11 years, as one of the biggest names in low 
energy LED lighting solutions. With a strong emphasis on design, technology and state-of-
the-art manufacturing we ensure our commercial LED lighting performs to the highest level 
whilst simultaneously offering exceptional energy savings. 

Our products offer industry-leading performance without the industry-leading price tag. 
The key to a successful LED installation is to give you a realistic payback time to make sure 
you can enjoy greater saving over the life of the LED products. A significant majority of the 
products we supply via many channels carry brand-leading components for a trusted reliable 
solution. Our cost-effective solutions give you the fastest payback and some of the longest-
lasting products available. 

As a Made in Britain member, we manufacture and customise a number of  
our products at our Lancashire base using industry-leading parts.  
We part-manufacture many others, utilising our local supply chain; this  
allows us to handcraft the perfect LED product that is affordable without 
compromising on product quality.

Our Values
The core values of BrightLED, flowing through everything we do, are:

• Quality - utilising branded componentry and excellent build standards

• Constant innovation - always striving for enhancements in design

•  Collaboration - understanding our customers’ needs is key to win-win success
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Specification

Model Dimensions

10W Flat W207.4*H157.8*D30.5(mm)

30W Flat W227.6*H171.5*D30.5(mm)

50W Flat W262.6*H195.8*D30.5(mm)

70W Flat W337.4*H245.5*D31.1(mm)

100W Flat W337.4*H245.5*D31.1(mm)

150W Flat W442.2*H313.9*D40.6(mm)

200W Flat W442.2*H313.9*D40.6(mm)

Flat Flood
Super Flat LED Floodlight 10W to 200W
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Product Dimensions

Waterproof
Breather

Features

• Extensive power range from 10W to 200W

• 2m external grade rubberised fl ex

• Anti-fog waterproof breather

• Instant on 100% performance even in cold conditions

• IP66 aluminium house for long life

• 360° rotation

• Stylish design

Overview

The LED Flat floodlight has an IP66 aluminium 
housing to provide a robust light source and 
to effectively dissipate heat and in turn, 
maximise the fitting’s lifetime.

Available in 3K, 4K and 6k colour temperatures 
and a wide power range from 10W to 200W, 
this stylishly designed slim-profiled fitting 
caters for a multitude of floodlighting needs.

3-Year
Warranty

IP66 Bracket

W

H

D

4kV Spike 
Protection 
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Photometric Performance

Flat Flood Specification sheet

Code LED Power Lumens (lm) Colour Temp

FLAT-10W-3000K

10W 1000lm

3000K

FLAT-10W-4000K 4000K

FLAT-10W-6000K 6000K

FLAT-30W-3000K

30W 3000lm

3000K

FLAT-30W-4000K 4000K

FLAT-30W-6000K 6000K

FLAT-50W-3000K

50W 5000lm

3000K

FLAT-50W-4000K 4000K

FLAT-50W-6000K 6000K

FLAT-70W-3000K

70W 7000lm

3000K

FLAT-70W-4000K 4000K

FLAT-70W-6000K 6000K

FLAT-100W-3000K

100W 10000lm

3000K

FLAT-100W-4000K 4000K

FLAT-100W-6000K 6000K

FLAT-150W-3000K

150W 15000lm

3000K

FLAT-150W-4000K 4000K

FLAT-150W-6000K 6000K

FLAT-200W-3000K

200W 20000lm

3000K

FLAT-200W-4000K 4000K

FLAT-200W-6000K 6000K

Product Specification

Front view Rear view Side view

Model Dimensions
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150W Flat W442.2*H313.9*D40.6(mm)
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Product Dimensions

Waterproof
Breather

Features

• Extensive power range from 10W to 200W

• 2m external grade rubberised fl ex

• Anti-fog waterproof breather

• Instant on 100% performance even in cold conditions

• IP66 aluminium house for long life

• 360° rotation

• Stylish design

Overview

The LED Flat floodlight has an IP66 aluminium 
housing to provide a robust light source and 
to effectively dissipate heat and in turn, 
maximise the fitting’s lifetime.

Available in 3K, 4K and 6k colour temperatures 
and a wide power range from 10W to 200W, 
this stylishly designed slim-profiled fitting 
caters for a multitude of floodlighting needs.

3-Year
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Photometric Performance

Flat Flood Specification sheet

Code LED Power Lumens (lm) Colour Temp

FLAT-10W-3000K

10W 1000lm

3000K

FLAT-10W-4000K 4000K

FLAT-10W-6000K 6000K

FLAT-30W-3000K

30W 3000lm

3000K

FLAT-30W-4000K 4000K

FLAT-30W-6000K 6000K

FLAT-50W-3000K

50W 5000lm

3000K

FLAT-50W-4000K 4000K

FLAT-50W-6000K 6000K

FLAT-70W-3000K

70W 7000lm

3000K

FLAT-70W-4000K 4000K

FLAT-70W-6000K 6000K

FLAT-100W-3000K

100W 10000lm

3000K

FLAT-100W-4000K 4000K

FLAT-100W-6000K 6000K

FLAT-150W-3000K

150W 15000lm

3000K

FLAT-150W-4000K 4000K

FLAT-150W-6000K 6000K

FLAT-200W-3000K

200W 20000lm

3000K

FLAT-200W-4000K 4000K

FLAT-200W-6000K 6000K

Product Specification

Front view Rear view Side view
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Specification

Remote Control PIR Flat Flood
PIR Flat Floodlight complete with Infrared Remote Control
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Product Dimensions

Features

• Fully integrated, PIR sensor with a range of 3-8m

• Includes infrared remote control for Lux, sensitivity 
and timings

• Manual override via the remote control

• Premium aluminium housing offering IP66 
outdoor protection

• Remote control with max range of 8m

Overview

State-of-the-art PIR floodlight with infrared 
remote control for easy setting and manual 
override. 

Improved IP66 outdoor protection with integral 
PIR for improved reliability.

Units: mm

IP66
IR Remote

Control
PIR

Sensor

L W H A B C

FL-FLAT-PIR-10-4-BL 152.4 138.5 27.3 92 52 ø 8

FL-FLAT-PIR-20-4-BL 152.4 138.5 27.3 92 52 ø 8

FL-FLAT-PIR-30-4-BL 188.4 172.5 27.3 122 72 ø 8

FL-FLAT-PIR-50-4-BL 188.4 172.5 27.3 122 72 ø 8

L

A
B

W

H

3-Year
Warranty
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Photometric Performance

Remote Control PIR Flat Flood Specification sheet

Code Power Output Description CCT

FL-FLAT-PIR-10-4-BL 10W 1000lm 10W FLAT Flood Series with PIR Sensor 4K c/w remote control 4000K

FL-FLAT-PIR-20-4-BL 20W 2000lm 20W FLAT Flood Series with PIR Sensor 4K c/w remote control 4000K

FL-FLAT-PIR-30-4-BL 30W 3000lm 30W FLAT Flood Series with PIR Sensor 4K c/w remote control 4000K

FL-FLAT-PIR-50-4-BL 50W 5000lm 50W FLAT Flood Series with PIR Sensor 4K c/w remote control 4000K

Product Specification

Front view with remote Rear view

Remote Control PIR Flat Flood
PIR Flat Floodlight complete with Infrared Remote Control
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Product Dimensions

Features

• Fully integrated, PIR sensor with a range of 3-8m

• Includes infrared remote control for Lux, sensitivity 
and timings

• Manual override via the remote control

• Premium aluminium housing offering IP66 
outdoor protection

• Remote control with max range of 8m

Overview

State-of-the-art PIR floodlight with infrared 
remote control for easy setting and manual 
override. 

Improved IP66 outdoor protection with integral 
PIR for improved reliability.

Units: mm

IP66
IR Remote

Control
PIR

Sensor

L W H A B C

FL-FLAT-PIR-10-4-BL 152.4 138.5 27.3 92 52 ø 8

FL-FLAT-PIR-20-4-BL 152.4 138.5 27.3 92 52 ø 8

FL-FLAT-PIR-30-4-BL 188.4 172.5 27.3 122 72 ø 8

FL-FLAT-PIR-50-4-BL 188.4 172.5 27.3 122 72 ø 8

L

A
B

W

H

3-Year
Warranty



www.bright-led.co.ukE: office@bright-led.co.uk  

98

T: 01282 505400 F: 0844 854 8662

Specification

Overview

A high-performance floodlight that offers both 
colour and power switching technology, all easily set 
from the accompanying infrared remote. The unique 
functionality allows for an equivalent 14 versions 
from a single flood and remote.

Product Dimensions
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Colour & Power Selectable
Floodlight 10W to 200W
3000K, 4000K, 6000K includes Remote to adjust power output and colour temp

IP66

CCT 
Switchable 
3K, 4K, 6K

IP Breather

Power 
Switchable
25%, 50%, 
75%, 100%

2m fl ex

35k Hrs

Features

• Power & CCT control via IR remote

• CCT switchable 3000K, 4000K, 6000K

• Power switchable 100%, 75%, 50%, 25%

• 2m external grade fl ex (30W-200W)

• IP66 ventilated breather

• 10W to 200W range

120mm 28.5

1
1

7
m

m

160mm 28.5

1
4

7
m

m

200mm

1
7

5
m

m

28.5 229.5mm

2
7

0
m

m

28.5 366mm

3
0

3
m

m

34

10W version 30W version 50W version 100W version 200W version

3-Year
Warranty

CCT 
change

Power 
change

3000K

4000K

6000K

25%

50%

75%

100%
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Photometric Performance

Colour & Power Switchable Floodlight Specification sheet

Code Watts Lumens CCT Beam Angle Net Weight (kg)

FLAT2-CCT-10-REM 10W 1050lm

3000K
4000K
6000K

110°

0.28

FLAT2-CCT-30-REM 30W 3150lm 0.4

FLAT2-CCT-50-REM 50W 5250lm 0.73

FLAT2-CCT-100-REM 100W 10500lm 1.34

FLAT2-CCT-200-REM 200W 21000lm 2.4

Product Specification

Front view Remote

Overview

A high-performance floodlight that offers both 
colour and power switching technology, all easily set 
from the accompanying infrared remote. The unique 
functionality allows for an equivalent 14 versions 
from a single flood and remote.

Product Dimensions
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Colour & Power Selectable
Floodlight 10W to 200W
3000K, 4000K, 6000K includes Remote to adjust power output and colour temp

IP66

CCT 
Switchable 
3K, 4K, 6K

IP Breather

Power 
Switchable
25%, 50%, 
75%, 100%

2m fl ex

35k Hrs

Features

• Power & CCT control via IR remote

• CCT switchable 3000K, 4000K, 6000K

• Power switchable 100%, 75%, 50%, 25%

• 2m external grade fl ex (30W-200W)

• IP66 ventilated breather

• 10W to 200W range
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Specification

Product Dimensions
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Super Flat High-Powered Flood
300W & 400W Flood Series 60˚ Beam

2m 
Rubberized 

Flex20kV Spike 
Protection IP66

Waterproof
BreatherBeam Angle

60º

110lm/w 35k Hrs

Features

• Die-cast aluminum housing
• 4mm tempered glass
• Excellent light, transmission greater than 92%
• PC material 60° lenses
• Integrated waterproof breather valve to prevent moisture 

ingress and fogging
• 110lm/W
• Surge protection level of 20kV
• IP66 rating
• Bracket can be adjusted by 270°
• Corrosion-resistant paint surface

Overview

The next generation of high-powered Flat LED 
floodlight range comes with an IP66 aluminium 
housing for excellent heat dissipation and a 
design that’s sturdy, durable and reliable.

Available in 300W & 400W models that 
achieve 110lm/W efficacy and have a 60° beam 
angle as standard.

300W version 400W version

395mm

3
3

8
m

m

3
8

2
m

m

Ø10mm Ø10mm10 1040 40

44
48

250mm 250mm

450mm

3-Year
Warranty
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Photometric Performance

High Powered Super Flat Floods Specification Sheet

Part Number Description Lumen Output

FLAT2-300-60D-4K 300W FLAT Flood Series 60Deg 4000K 110lm/W 33,000lm

FLAT2-400-60D-4K 400W FLAT Flood Series 60Deg 4000K 110lm/W 44,000lm

Product Specification

300W front view

300W 400W

400W front view

400

800

200

600

Product Dimensions
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Super Flat High-Powered Flood
300W & 400W Flood Series 60˚ Beam

2m 
Rubberized 

Flex20kV Spike 
Protection IP66

Waterproof
BreatherBeam Angle

60º

110lm/w 35k Hrs

Features

• Die-cast aluminum housing
• 4mm tempered glass
• Excellent light, transmission greater than 92%
• PC material 60° lenses
• Integrated waterproof breather valve to prevent moisture 

ingress and fogging
• 110lm/W
• Surge protection level of 20kV
• IP66 rating
• Bracket can be adjusted by 270°
• Corrosion-resistant paint surface

Overview

The next generation of high-powered Flat LED 
floodlight range comes with an IP66 aluminium 
housing for excellent heat dissipation and a 
design that’s sturdy, durable and reliable.

Available in 300W & 400W models that 
achieve 110lm/W efficacy and have a 60° beam 
angle as standard.

300W version 400W version

395mm

3
3

8
m
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3
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2
m
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Ø10mm Ø10mm10 1040 40

44
48

250mm 250mm

450mm

3-Year
Warranty
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Specification

Flat Flood 300W & 500W
Super Flat high-powered LED Floodlight

Features

• 60° beam angle

• 4K as standard (other CCT available as special)

• IP66 ventilators to prevent condensation build-up

• 3-year product warranty

• 2m rubberised external grade fl ex

Overview

A high-powered AC floodlight constructed as 
an all-aluminium structure with individually 
powered LED cone structures for optimum 
beam control. IP66 ventilated breathers 
prevent the build-up of condensation and a 
20kV spike protection gives added robustness.

Product Dimensions
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mm 300W 500W

L 475 725

W 393.7 393.7

H 70.4 70.4

L1 125 190

L2 205 270

H1 10 10

2m 
Rubberised 

External 
Grade Flex

20kV Spike 
Protection IP66

Waterproof
Breather Beam Angle

60º

L H

A

B

HW 1

L1
L2

3-Year
Warranty
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Photometric Performance

Super FLAT high-powered Flood Specification sheet

Code Power Lumen Output Weight

FLAT-300-60D-4K 300W 30,000lm 6.2kg

FLAT-500-60D-4K 500W 50,000lm 9.2kg

Product Specification

Rear view Close up

Flat Flood 300W & 500W
Super Flat high-powered LED Floodlight

Features

• 60° beam angle

• 4K as standard (other CCT available as special)

• IP66 ventilators to prevent condensation build-up

• 3-year product warranty

• 2m rubberised external grade fl ex

Overview

A high-powered AC floodlight constructed as 
an all-aluminium structure with individually 
powered LED cone structures for optimum 
beam control. IP66 ventilated breathers 
prevent the build-up of condensation and a 
20kV spike protection gives added robustness.

Product Dimensions
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mm 300W 500W

L 475 725

W 393.7 393.7

H 70.4 70.4

L1 125 190

L2 205 270

H1 10 10

2m 
Rubberised 

External 
Grade Flex

20kV Spike 
Protection IP66

Waterproof
Breather Beam Angle

60º

L H

A

B

HW 1

L1
L2

3-Year
Warranty
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Specification

Product Dimensions

Features

• Asymmetric beam is ideal for sports applications

• 20kV spike protection

• IP66 sealed aluminium housing

• 110lm/W effi ciency

• Anti-fog IP breather

Overview

The next generation of high-powered Asymmetric LED 
Floodlight range comes with an IP66 aluminium housing 
for excellent heat dissipation and a design that’s sturdy, 
durable and reliable.

Available with a 400W output, achieving 110lm/W 
efficacy and having a 145 x 80° asymmetric beam angle, 
it’s perfect for applications such as car parks, tennis 
courts and sports fields. For extra reliability this flood 
comes as standard with 20kV spike protection and IP 
breathers to prevent moisture ingress and fogging.
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Asymmetric 400W LED Flood
Superflat high-powered Asymmetric Floodlight

2m 
Rubberised 

Flex20kV Spike 
Protection IP66

Waterproof
Breather 110lm/W 35k Hrs

T2

Asymmetric 
Beam Angle

3
8

2
m

m

Ø10mm10 40

48
250mm

450mm

3-Year
Warranty
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Photometric Performance

Flat Flood High Powered Specification sheet

Product Specification

100

200

300

Part Number Description Lumen Output

FLAT2-400-ASYT2-4K Superfl at 400W Asymmetric Flat Floodlight 44,000lm

Front view

Product Dimensions

Features

• Asymmetric beam is ideal for sports applications

• 20kV spike protection

• IP66 sealed aluminium housing

• 110lm/W effi ciency

• Anti-fog IP breather

Overview

The next generation of high-powered Asymmetric LED 
Floodlight range comes with an IP66 aluminium housing 
for excellent heat dissipation and a design that’s sturdy, 
durable and reliable.

Available with a 400W output, achieving 110lm/W 
efficacy and having a 145 x 80° asymmetric beam angle, 
it’s perfect for applications such as car parks, tennis 
courts and sports fields. For extra reliability this flood 
comes as standard with 20kV spike protection and IP 
breathers to prevent moisture ingress and fogging.
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Asymmetric 400W LED Flood
Superflat high-powered Asymmetric Floodlight

2m 
Rubberised 

Flex20kV Spike 
Protection IP66

Waterproof
Breather 110lm/W 35k Hrs

T2

Asymmetric 
Beam Angle

3
8

2
m

m

Ø10mm10 40

48
250mm

450mm

3-Year
Warranty
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Specification

LBT Linear Batten
4/5/6ft Linear LED Batten using Philips Driver

Sensor
Options

Emergency
3HR

Dimmable

Features

• Philips LED driver as standard

• Available in 4, 5 & 6ft and a variety of 
wattage/outputs

• Optional sensor on/off or daylight & dimming controls

• Easy installation with BESA mounts & end knockouts

• Suspension or surface mount 

• 50,000 hours’ life

• 5-year warranty available

• Emergency options: standard, self-test or DALI

• Dimming options: 1-10V, DALI and retractive dim

Overview

This Philips powered linear batten offers 
flexibility and can be used in multiple 
applications from industrial to school and 
commercial projects.

A robust yet sleek linear batten, designed to be 
installed with the minimum of fuss as a 2-part 
easy install and offering 120lm/W.

Product Dimensions

1170mm (4ft) 

1470mm (5ft)

1734mm (6ft)

71mm

60mm
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3- or 5-
Year

Warranty
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Photometric Performance

LBT Linear Batten Specification sheet

Code Size Tested Wattage Lumens Colour Temp CRI

LBT-4FT-26W-4K 4FT 26W 3380 4000K 80

LBT-4FT-45W-4K 4FT 45W 5850 4000K 80

LBT-5FT-30W-4K 5FT 30W 3900 4000K 80

LBT-5FT-30W-5.3K 5FT 30W 3900 5300K 80

LBT-5FT-60W-4K 5FT 60W 7800 4000K 80

LBT-5FT-60W-5.3K 5FT 60W 7800 5300K 80

LBT-6FT-30W-4K 6FT 30W 3900 4000K 80

LBT-6FT-30W-5.3K 6FT 30W 3900 5300K 80

LBT-6FT-65W-4K 6FT 65W 8450 4000K 80

Product Specification

Customisation Options

CODE Emergency

EL Integrated 3HR Emergency (lithium battery)

ESL Integrated 3HR Self-Test Emergency (lithium battery)

EDL Integrated 3HR DALI Emergency (lithium battery)

Other CCT and 90CRI available as special orders

Linear batten with PIR customisation Warehouse installation of linear battens

CODE Dimming

10 1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

CODE Sensors

PO PIR Presence On/Off to 7m

PD PIR Presence Dim to 7m

PDD PIR Presence Dim and Daylight to 7m

M6 Microwave On/Off to 6m

LBT Linear Batten
4/5/6ft Linear LED Batten using Philips Driver

Sensor
Options

Emergency
3HR

Dimmable

Features

• Philips LED driver as standard

• Available in 4, 5 & 6ft and a variety of 
wattage/outputs

• Optional sensor on/off or daylight & dimming controls

• Easy installation with BESA mounts & end knockouts

• Suspension or surface mount 

• 50,000 hours’ life

• 5-year warranty available

• Emergency options: standard, self-test or DALI

• Dimming options: 1-10V, DALI and retractive dim

Overview

This Philips powered linear batten offers 
flexibility and can be used in multiple 
applications from industrial to school and 
commercial projects.

A robust yet sleek linear batten, designed to be 
installed with the minimum of fuss as a 2-part 
easy install and offering 120lm/W.

Product Dimensions

1170mm (4ft) 

1470mm (5ft)

1734mm (6ft)

71mm

60mm

E: office@bright-led.co.uk   
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3- or 5-
Year

Warranty
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Specification

Wide Linear Batten
Surface-Mounted Wide Linear Batten with curved profile

Features

• Power switchable 35-60W

• LED output from 3850-6600lm

• 110lm/W 4k 80Cri

• Standard anti-fl icker 1-10v dimming driver

• 5-year warranty

• Surface, suspended or BESA mounting

• Integral emergency conversion for standard or self-test

• Microwave & PIR sensor options

• DALI dimming option

• TP(a) PC low glare diffuser

Overview

Flexible curved wide profile linear batten with 
low glare diffuser ideal for schools, offices, 
hospitality and healthcare. High efficiency 
Samsung LEDs powered by anti-flicker 
dimmable driver technology as standard. Easy 
to install with multiple mounting options for 
ultimate versatility.

Product Dimensions

E: office@bright-led.co.uk   
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Sensor
Options

Emergency
Options

Dimmable TP(a) 120lm/W
Anti-

Flicker

35W

60W

1478mm

205mm

205mm

87mm

5-Year
Warranty
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Photometric Performance

Wide Linear Batten Specification sheet

Code Size Lumen Output

WBT-5FT-35/60W-4K 5ft Wide Linear LED 35W/60W power switch Batten 110lm/W 4000k 33,850lm

WBT-EL Emergency Conversion For Wide Linear LED Batten - Manual Test 6,600lm

Product Specification

Customisation Options

CODE Emergency

EL Integrated 3HR Emergency (using lithium battery)

ESL Integrated 3HR self-test Emergency

EDL Integrated 3HR DALI Emergency

WBT application Recent project showing installed wide battens

CODE Dimming

10 1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

Wide Linear Batten
Surface-Mounted Wide Linear Batten with curved profile

Features

• Power switchable 35-60W

• LED output from 3850-6600lm

• 110lm/W 4k 80Cri

• Standard anti-fl icker 1-10v dimming driver

• 5-year warranty

• Surface, suspended or BESA mounting

• Integral emergency conversion for standard or self-test

• Microwave & PIR sensor options

• DALI dimming option

• TP(a) PC low glare diffuser

Overview

Flexible curved wide profile linear batten with 
low glare diffuser ideal for schools, offices, 
hospitality and healthcare. High efficiency 
Samsung LEDs powered by anti-flicker 
dimmable driver technology as standard. Easy 
to install with multiple mounting options for 
ultimate versatility.

Product Dimensions
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Sensor
Options

Emergency
Options

Dimmable TP(a) 120lm/W
Anti-

Flicker

35W

60W

1478mm

205mm

205mm

87mm

5-Year
Warranty
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Specification

Duroline IP66 NCF
A high-performance LED non-corrosive luminaire

Sensor
Options

Emergency
3HR

Dimmable

Features

• IP66 and IK08 protection
• 130lm/W 80Cri
• Tridonic power adjustable LED driver
• High-quality polycarbonate body and opal LED 

prismatic diffuser
• Stainless steel fast fi x mounting brackets with hanger 

for fl exible mounting options
• Gear tray nylon lanyards to suspend gear tray
• Flush stainless steel clips with optional 

anti-tamper screws
• Gear tray and diffuser are linked for easy 2-part install
• 3-hour emergency option with lithium long life cells
• Standard 5-year warranty
• Dimming options; 1-10V or DALI
• Microwave and PIR sensor options

Overview

Tridonic power-selectable driver allows 
adjustment to suit all applications.

Robust stainless steel clips and mounting 
brackets with hangers make for quick, flexible 
and simple mounting whilst the integrated 
gear tray and diffuser completes a rapid install.

Finally, a built-in 3HR emergency option using 
lithium technology is available as standard.

Product Dimensions

1240mm

1540mm

100mm

100mm

80mm

80mm

800mm

960mm

E: office@bright-led.co.uk   
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5FT

4FT

5-Year
Warranty

Power

Selectable
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Photometric Performance

Duroline Specification sheet

Code Size Rating Lumens Colour Temp

DUR-4FT-19/36-4k 4ft IP66 2470-4680lm 4K

DUR-5FT-28/51-4k 5ft IP66 3640-6630lm 4K

Product Specification

Customisation Options

CODE Emergency

EL 3HR Manual Test Lithium

ESL Integrated 3HR Self-Test Lithium

EDL Integrated 3HR DALI Emergency

CODE Dimming

10 1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

CODE Sensor

PO7 PIR On/Off

PD7 PIR Dim

MO Microwave On/Off 

MD Microwave Dim

Duroline IP66 NCF
A high-performance LED non-corrosive luminaire

Sensor
Options

Emergency
3HR

Dimmable

Features

• IP66 and IK08 protection
• 130lm/W 80Cri
• Tridonic power adjustable LED driver
• High-quality polycarbonate body and opal LED 

prismatic diffuser
• Stainless steel fast fi x mounting brackets with hanger 

for fl exible mounting options
• Gear tray nylon lanyards to suspend gear tray
• Flush stainless steel clips with optional 

anti-tamper screws
• Gear tray and diffuser are linked for easy 2-part install
• 3-hour emergency option with lithium long life cells
• Standard 5-year warranty
• Dimming options; 1-10V or DALI
• Microwave and PIR sensor options

Overview

Tridonic power-selectable driver allows 
adjustment to suit all applications.

Robust stainless steel clips and mounting 
brackets with hangers make for quick, flexible 
and simple mounting whilst the integrated 
gear tray and diffuser completes a rapid install.

Finally, a built-in 3HR emergency option using 
lithium technology is available as standard.

Product Dimensions

1240mm

1540mm

100mm

100mm

80mm

80mm

800mm

960mm

E: office@bright-led.co.uk   
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5FT

4FT

5-Year
Warranty

Power

Selectable
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Specification

Gigabay 2 UFO
Colour Selectable Highbay 4K 5K 6K

Features

• Lens options

• Plug & play sensor compatible PIR & microwave

• Colour temperature 4000K, 5000K, 6000K

• IP66 | IK10

• 50,000 hours or 5-year warranty

• 1-10V dimming as standard

Overview

Our Gigabay 2 is a robust LED low/high bay luminaire 
that can be used in industrial, commercial and retail 
settings. With a die-cast powder-coated construction 
and aluminium heatsink to optimise thermals, it 
delivers excellent performance of 150lm/W and 
50,000 hours’ lifespan.

The fitting is 1-10V dimmable as standard and has 
a lumen output range of 15,000-30,000 lumens 
dependent on colour and power selected via the easy-
to-access switches. With plug and play microwave and 
PIR sensor options, it’s a brilliantly versatile and cost-
effective addition to your lighting setup.

Product Dimensions
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Colour 
Switchable 
4K 5K 6K

1-10V DIM 
+ Aux 12v

Beam 
Options
60° 90°

120° 150lm/WIP65

100W/150W 200W

Ø290.0mm Ø330.0mm

1
6

7
.1

m
m

1
6

9
.2

m
m

5-Year
Warranty
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Photometric Performance

Gigabay 2 UFO Specification sheet

Code Description Lumen Output

GB2-CCT-100-60-10 100W Gibabay 4000K/5000K/6000K 60° 1-10v dimming 150lm/W 15000lm

GB2-CCT-100-90-10 100W Gibabay 4000K/5000K/6000K 90° 1-10v dimming 150lm/W 15000lm

GB2-CCT-100-120-10 100W Gibabay 4000K/5000K/6000K 120° 1-10v dimming 150lm/W 15000lm

GB2-CCT-150-60-10 150W Gibabay 4000K/5000K/6000K 60° 1-10v dimming 150lm/W 22500lm

GB2-CCT-150-90-10 150W Gibabay 4000K/5000K/6000K 90° 1-10v dimming 150lm/W 22500lm

GB2-CCT-150-120-10 150W Gibabay 4000K/5000K/6000K 120° 1-10v dimming 150lm/W 22500lm

GB2-CCT-200-60-10 200W Gibabay 4000K/5000K/6000K 60° 1-10v dimming 150lm/W 30000lm

GB2-CCT-200-90-10 200W Gibabay 4000K/5000K/6000K 90° 1-10v dimming 150lm/W 30000lm

GB2-CCT-200-120-10 200W Gibabay 4000K/5000K/6000K 120° 1-10v dimming 150lm/W 30000lm

Code Description

MO Microwave Sensor

PO PIR Sensor

EM 3W & 6W Emergency Versions

Product Specification

Customisation Options

600

400

200

400

100

200

100

200

300

300

Side view showing ceiling hook Gigabay2 with PIR sensorView from below

60° 90° 120°

Gigabay 2 UFO
Colour Selectable Highbay 4K 5K 6K

Features

• Lens options

• Plug & play sensor compatible PIR & microwave

• Colour temperature 4000K, 5000K, 6000K

• IP66 | IK10

• 50,000 hours or 5-year warranty

• 1-10V dimming as standard

Overview

Our Gigabay 2 is a robust LED low/high bay luminaire 
that can be used in industrial, commercial and retail 
settings. With a die-cast powder-coated construction 
and aluminium heatsink to optimise thermals, it 
delivers excellent performance of 150lm/W and 
50,000 hours’ lifespan.

The fitting is 1-10V dimmable as standard and has 
a lumen output range of 15,000-30,000 lumens 
dependent on colour and power selected via the easy-
to-access switches. With plug and play microwave and 
PIR sensor options, it’s a brilliantly versatile and cost-
effective addition to your lighting setup.

Product Dimensions
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Colour 
Switchable 
4K 5K 6K

1-10V DIM 
+ Aux 12v

Beam 
Options
60° 90°

120° 150lm/WIP65

100W/150W 200W

Ø290.0mm Ø330.0mm

1
6

7
.1

m
m

1
6

9
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m
m

5-Year
Warranty
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Specification

Features

• One product, 3 colour temperatures 3K, 4.5K, 6K

• Universal IP65 polycarbonate housing

• High LED chip density for better performance

• Branded high-quality LED driver

• High output emergency module

• Up to 120lm/W

• >35,000 hours’ life

• Integral microwave sensor option

Overview

With an excellent even light distribution, and featuring 
emergency and microwave options, this 2D-style 
luminaire can be mounted on a wall or a ceiling. Its 
practical design and dependable operation make it 
highly versatile and useful for both residential and 
commercial applications.

This IP65-rated luminaire is an easy-to-install bulkhead 
with a simple colour switching feature. Once the base is 
installed and wiring brought through the rear multiple 
cable entry point, the LED gear tray simply aligns to the 
triple screw securing points.

Product Dimensions
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IP65

CCT 
Switchable 
3K, 4.5K, 6K Sensor

Options
Emergency

Options

3-Year
Warranty

CCECO Colour Selectable
2D Style Bulkhead
15W IP65 Colour Switching 2D fitting

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Photometric Performance

CCECO Colour Switching 2D Specification sheet

Code Description

2D-CCECO3-15W-IP65 2D Eco CCT Changing ECO V3

2D-CCECO3-15W-IP65-E3L 2D Eco CCT Change Lithium 3HR Emergency V3

Colour Temperature Lumen Output

3000K 1727lm

4500K 1850lm

6000K 1818lm

Code Description

2D-CCECO3-15W-IP65-MO 2D CCECO3 15W IP65 Microwave On/OFF

2D-CCECO3-15W-IP65-MO-E3L 2D CCECO3 15W IP65 Microwave On/OFF 3HR Emergency

Product Specification

Customisation Options

Side view CCECO Luminaire corridor installation

Features

• One product, 3 colour temperatures 3K, 4.5K, 6K

• Universal IP65 polycarbonate housing

• High LED chip density for better performance

• Branded high-quality LED driver

• High output emergency module

• Up to 120lm/W

• >35,000 hours’ life

• Integral microwave sensor option

Overview

With an excellent even light distribution, and featuring 
emergency and microwave options, this 2D-style 
luminaire can be mounted on a wall or a ceiling. Its 
practical design and dependable operation make it 
highly versatile and useful for both residential and 
commercial applications.

This IP65-rated luminaire is an easy-to-install bulkhead 
with a simple colour switching feature. Once the base is 
installed and wiring brought through the rear multiple 
cable entry point, the LED gear tray simply aligns to the 
triple screw securing points.

Product Dimensions
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IP65

CCT 
Switchable 
3K, 4.5K, 6K Sensor

Options
Emergency

Options

3-Year
Warranty

CCECO Colour Selectable
2D Style Bulkhead
15W IP65 Colour Switching 2D fitting
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Specification
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Circular Panel LED Light
Circular Panel LED powered using a Philips driver

Emergency
3HR

5-Year
Warranty

Dimmable

Features

• Philips driver

• High output compact design

• Many emergency options with standard, self-test 
and DALI variants available with lithium batteries.

• Wide beam angle for even light distribution

• Various dimming options

• 3K, 4K & 5.7K 80 CRI

• Emergency conversion option

Overview

The Edgelit circular panel comes with a 5-year 
warranty and includes a Philips driver. 

This panel is ideal for replacing compact 
fluorescent downlights (CFL). A high-quality 
white aluminium frame, LGP and diffuser 
ensure a long stable life.

12mm 150mm/190mm/225mm/240mm
Outer Diameter

130mm/175mm/210mm/225mm
Cut out

Product Dimensions
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Photometric Performance

Circular Panel LED Light Specification sheet

Model Number LED Power Cutout Lumens Flux Colour Temp Dimension

PL150D-PH-10W-3K

10W 130mm 804lm

3000K
4000K
5700K

(Ø) 150mm x (h) 12mmPL150D-PH-10W-4K

PL150D-PH-10W-5.7K

PL190D-PH-15W-3K

15W 175mm 1302lm (Ø) 190mm x (h) 12mmPL190D-PH-15W-4K

PL190D-PH-15W-5.7K

PL225-D-PH-18W-3K

18W

210mm 1693lm (Ø) 225mm x (h) 12mmPL225-D-PH-18W-4K

PL225-D-PH-18W-5.7K

PL240-D-PH-18W-3K

225mm 1693lm (Ø) 240mm x (h) 12mmPL240-D-PH-18W-4K

PL240-D-PH-18W-5.7K

Product Specification

Front view Side view

Code Dimming

10   1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

Code Emergency

EL  3HR Emergency Conversion (using lithium battery)

ESL 3HR self-test Emergency Conversion (using lithium battery)

EDL 3HR DALI  Emergency Conversion

Customisation Options

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Circular Panel LED Light
Circular Panel LED powered using a Philips driver

Emergency
3HR

5-Year
Warranty

Dimmable

Features

• Philips driver

• High output compact design

• Many emergency options with standard, self-test 
and DALI variants available with lithium batteries.

• Wide beam angle for even light distribution

• Various dimming options

• 3K, 4K & 5.7K 80 CRI

• Emergency conversion option

Overview

The Edgelit circular panel comes with a 5-year 
warranty and includes a Philips driver. 

This panel is ideal for replacing compact 
fluorescent downlights (CFL). A high-quality 
white aluminium frame, LGP and diffuser 
ensure a long stable life.

12mm 150mm/190mm/225mm/240mm
Outer Diameter

130mm/175mm/210mm/225mm
Cut out

Product Dimensions
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Specification

Backlit TP(b) Panel
Advanced Philips Powered LED Panel TP(b)

Product Dimensions

Features

• Philips powered driver

• Anti-fl icker

• 110lm/W

• 32W 3520lm

• 4K and 5.7K 80cri

• Std or self-test emergency conversions 

• DALI dimming option

Overview

Advanced LED panel using backlit LED 
technology to ensure a long stable 
performance with efficiencies of 110lm/W. 
Paired with the latest anti-flicker LED driver 
from Philips, this panel is suitable for many 
applications with lifespans up to 50,000 hours. 
Excellent light uniformity is guaranteed by a 
high chip density and PMMA lenses. TP(b) rated 
diffusers ensure compliance with regulations.

4K
3K

5.7K
Emergency

3HR TP(b) 110lm/W
Anti-

Flicker

NEED VECTOR PDF IF POSSIBLE

595mm

595mm

30mm
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5-Year
Warranty
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Photometric Performance

Backlit TP(b) Panel Specification sheet

Code Description

PLBLY-0606-35-3 Philips Powered LED Panel TPb Diffuser 3500lm 3000K

PLBLY-0606-TPB-35-4 Philips Powered LED Panel TPb Diffuser 3500lm 4000K

PLBLY-0606-TPB-35-57 Philips Powered LED Panel TPb Diffuser 3500lm 5700K

Code Dimming

10   1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

Code Emergency

EL  3HR Emergency Conversion (using lithium battery)

ESL 3HR self-test Emergency Conversion (using lithium battery)

EDL 3HR DALI  Emergency Conversion

Product Specification

Customisation Options

Philips driver with simple twist lock connection

Backlit TP(b) Panel
Advanced Philips Powered LED Panel TP(b)

Product Dimensions

Features

• Philips powered driver

• Anti-fl icker

• 110lm/W

• 32W 3520lm

• 4K and 5.7K 80cri

• Std or self-test emergency conversions 

• DALI dimming option

Overview

Advanced LED panel using backlit LED 
technology to ensure a long stable 
performance with efficiencies of 110lm/W. 
Paired with the latest anti-flicker LED driver 
from Philips, this panel is suitable for many 
applications with lifespans up to 50,000 hours. 
Excellent light uniformity is guaranteed by a 
high chip density and PMMA lenses. TP(b) rated 
diffusers ensure compliance with regulations.

4K
3K

5.7K
Emergency

3HR TP(b) 110lm/W
Anti-

Flicker

NEED VECTOR PDF IF POSSIBLE

595mm

595mm

30mm
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5-Year
Warranty
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Specification

Backlit TP(b) UGR Panel
UGR Advanced Philips Powered LED Panel TP(b)

Product Dimensions

Features

• Philips powered driver

• Anti-fl icker

• 110lm/W

• 32W 3520lm

• 4K 80cri

• Std or self-test emergency conversions

• DALI dimming option

Overview

Advanced LED panel using backlit LED technology 
to ensure a long stable performance with 
efficiencies of 110lm/W.

This is paired with the latest anti-flicker LED 
driver from Philips which make this panel suitable 
for various applications with lifespans of 50,000. 
Additionally, an integrated micro-prismatic 
diffuser helps achieve design of UGR19 or less.

NEED VECTOR PDF IF POSSIBLE

595mm

595mm

30mm
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Emergency
3HR TP(b) 110lm/W

Anti-
Flicker

UGR 
<19

5-Year
Warranty

4K
5.7K
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Photometric Performance

Backlit TP(b) UGR Panel Specification sheet

Code Description

PLBLY-0606-TPB-UGR-35-4 Philips Powered LED Panel TP(b) Diffuser 3500lm 4000k

PLBLY-0606-TPB-UGR-35-57 Philips Powered LED Panel TP(b) Diffuser 3500lm 5700k

Code Dimming

10   1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

Code Emergency

EL  3HR Emergency Conversion (using lithium battery)

ESL 3HR self-test Emergency Conversion (using lithium battery)

EDL 3HR DALI  Emergency Conversion

Product Specification

Customisation Options

Philips driver with simple twist lock connection

Backlit TP(b) UGR Panel
UGR Advanced Philips Powered LED Panel TP(b)

Product Dimensions

Features

• Philips powered driver

• Anti-fl icker

• 110lm/W

• 32W 3520lm

• 4K 80cri

• Std or self-test emergency conversions

• DALI dimming option

Overview

Advanced LED panel using backlit LED technology 
to ensure a long stable performance with 
efficiencies of 110lm/W.

This is paired with the latest anti-flicker LED 
driver from Philips which make this panel suitable 
for various applications with lifespans of 50,000. 
Additionally, an integrated micro-prismatic 
diffuser helps achieve design of UGR19 or less.

NEED VECTOR PDF IF POSSIBLE

595mm

595mm

30mm
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Emergency
3HR TP(b) 110lm/W

Anti-
Flicker

UGR 
<19

5-Year
Warranty

4K
5.7K
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Specification

Features

• Long lifetime > 50,000 hours

• 5-year warranty

• Colour temperature 4000K

• Lumen output of 3800lm

• Effi cacy of the LED module 116lm/W

• High colour rendering index CRI > 80

• Small colour tolerance (MacAdam 4)

• UGR < 19

Overview

A superior edgelit square panel for direct recessed 
mounts and surface or suspended mounts; it is supplied 
with a pre-installed connection cable and integrated plug.

With a white frame (RAL 9003), PMMA lightguide and 
long lifetime of 50,000hours, this panel has a 5-year 
warranty as standard. Furthermore, it is supplied with 
a premium driver to ensure the best combination of 
efficiency and life.

Product Dimensions
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Tridonic TP(a)
UGR Edgelit Premium Panel
TRIDONIC 600x600 LED Sidelit Panel TP(a) UGR Anti-Flicker 5Yr

265mm x 305mm x 110mm

116lm/W

3K
4K

UGR 
<19

5-Year
Warranty
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Tridonic TP(a) UGR Edgelit Premium Panel Specification sheet

Photometric Performance

Product Specification

400

Code Description

PL0606-TRI-TPA-UGR-3800-30 32W Tridonic TP(a) UGR LED 600x600mm panel 3800lm 3000K

PL0606-TRI-TPA-UGR-3800-40 32W Tridonic TP(a) UGR LED 600x600mm panel 3800lm 4000K

Code Dimming

10 1-10v Dim

DD DALI Dim

RD Retractive/Touch/Switch Dim

Code Emergency

EL 3HR Emergency Conversion (using lithium battery)

ESL 3HR self-test Emergency Conversion (using lithium battery)

EDL 3HR DALI  Emergency Conversion

Customisation Options

Features

• Long lifetime > 50,000 hours

• 5-year warranty

• Colour temperature 4000K

• Lumen output of 3800lm

• Effi cacy of the LED module 116lm/W

• High colour rendering index CRI > 80

• Small colour tolerance (MacAdam 4)

• UGR < 19

Overview

A superior edgelit square panel for direct recessed 
mounts and surface or suspended mounts; it is supplied 
with a pre-installed connection cable and integrated plug.

With a white frame (RAL 9003), PMMA lightguide and 
long lifetime of 50,000hours, this panel has a 5-year 
warranty as standard. Furthermore, it is supplied with 
a premium driver to ensure the best combination of 
efficiency and life.

Product Dimensions
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Tridonic TP(a)
UGR Edgelit Premium Panel
TRIDONIC 600x600 LED Sidelit Panel TP(a) UGR Anti-Flicker 5Yr

265mm x 305mm x 110mm

116lm/W

3K
4K

UGR 
<19

5-Year
Warranty
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Specification
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Features

• Vossloh-Schwabe LED, optic & driver combination

• Available from 100W to 130W

• Lumen output up to 21,700lm

• Diffused, 110°, 90°, 60° & high rack optic options

• Integral ICEL endorsed emergency up to 1000lm with 
standard & self-test function

• Sensor option on/off, dimmable, wireless & daylight 
harvesting

• Luminous fl ux 178 to 188lm/W depending on power

• Easy surface, BESA and suspension mounting points

• 50,000 hours’ life L80 B10

• 5-year warranty

Overview

High Performance Ultrabay 2 is British built and comes 
complete with the latest up-to-date components 
to give the highest effi cacies and reliability. With a 
lumen package of up to 20,000lm, this fi tting utilises 
Vossloh-Schwabe LED and optics to maximise the 
lumen output with accurate beam control.

This Ultrabay 2 also comes with a Vossloh-Schwabe 
driver; a world leader in component technology 
offering up to 100,000 hours of fl icker-free operation.

The Ultrabay can be customised with various 
emergency and sensor options including wireless 
controls and monitoring.

Ultrabay 2
Ultrabay 2 Linear Highbay/Lowbay

Product Dimensions

1033mm

160mm

Up to 
20,000lm

Emergency
3HR

PIR
Sensor Wireless

62mm

5-Year
Warranty

Applies to 
EM option
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Photometric Performance

Ultrabay 2 Linear LED

Code Lumens Colour Temp Options Lens Options

UB2

88W 14700lm (350mA) 188lm/W
3000K

4000K (Std)
5000K
6500K

EW - Extra Wide 110º 
W - Wide 90º

M - Medium 60º 
HR - High Rack

D - Diffused 110°

110W 18800lm (450mA) 183lm/W

125W 20700lm (500mA) 178lm/W

Product Specification

Customisation Options

Optional PIR sensor UB2 side on view UB2 warehouse example

CODE Driver Options

ND Non-Dim Std Driver

10 0-10 or 1-10v Dimming

DD DALI Dim

IND Industry

INDD Industry Dali

CODE Sensor Options

SO7 PIR Sensor on/off 7m

SO12 PIR Sensor on/off 12m

SD7 PIR Sensor Dim 7m

SD12 PIR Sensor Dim 12m

SS PIR Philips Smart Sensor 16m

SIP PIR Sensor Lite IP 16m

HS PIR Osram Hubsense Sensor 16m
CODE Emergency

EL 3HR emergency conversion 500lm

ESL 3HR self-test emergency conversion 500lm

EIP Wireless Emergency Lite IP

300

400

500

200

100

400

600

800

200

EW - Extra Wide 110º W - Wide 90º M - Medium 60º

400

600

800

200

HR - High Rack

200

300

100

D - Diffused 110º
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Features

• Vossloh-Schwabe LED, optic & driver combination

• Available from 100W to 130W

• Lumen output up to 21,700lm

• Diffused, 110°, 90°, 60° & high rack optic options

• Integral ICEL endorsed emergency up to 1000lm with 
standard & self-test function

• Sensor option on/off, dimmable, wireless & daylight 
harvesting

• Luminous fl ux 178 to 188lm/W depending on power

• Easy surface, BESA and suspension mounting points

• 50,000 hours’ life L80 B10

• 5-year warranty

Overview

High Performance Ultrabay 2 is British built and comes 
complete with the latest up-to-date components 
to give the highest effi cacies and reliability. With a 
lumen package of up to 20,000lm, this fi tting utilises 
Vossloh-Schwabe LED and optics to maximise the 
lumen output with accurate beam control.

This Ultrabay 2 also comes with a Vossloh-Schwabe 
driver; a world leader in component technology 
offering up to 100,000 hours of fl icker-free operation.

The Ultrabay can be customised with various 
emergency and sensor options including wireless 
controls and monitoring.

Ultrabay 2
Ultrabay 2 Linear Highbay/Lowbay

Product Dimensions

1033mm

160mm

Up to 
20,000lm

Emergency
3HR

PIR
Sensor Wireless

62mm

5-Year
Warranty

Applies to 
EM option
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Specification

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Features

• Vossloh-Schwabe LED, optic and driver combination

• Lumen output up to 32,680lm

• Diffused, 110°, 90°, 60° & high rack optic options

• Colour temperature options in 3000K, 4000K, 5000K, 6500K

• Integral ICEL endorsed emergency up to 1000lm with 
standard & self-test function

• Sensor option on/off, dimmable, wireless & 
daylight harvesting

• Luminous fl ux 178 to 188lm/W depending on power

• Easy surface, Besa mounting and suspension 
mounting points

• 50,000 hours of life L80 B10

• 5-year warranty

Overview

High Performance Ultrabay 3 is British-built and comes 
complete with the latest up-to-date components to 
give the highest effi cacies and reliability with a lumen 
package of up to 28,000lm. This fi tting utilises Vossloh-
Schwabe LED and optics to maximise the lumen output 
with accurate beam control.

This Ultrabay 3 also comes with a Vossloh-Schwabe 
driver; a world leader in component technology offering 
up to 100,000 hours’ fl icker-free operation.

The Ultrabay can be customised with various 
emergency and sensor options including wireless 
controls and monitoring.

Ultrabay 3
Ultrabay 3 Linear Highbay/Lowbay

Product Dimensions

1033mm

240mm

62mm

Emergency
3HR

Applies to 
EM optionPIR

Sensor
Up to 

28,000Lm
Wireless
Option

5-Year
Warranty

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Ultrabay 3 Specification sheet

Ultrabay 3 with 7m PIR sensor Longitudinal view UB3 smart linear installation

Photometric Performance

Code Lumens Colour Temp Options Lens Options

UB3

128W 22100lm (350mA) 188lm/W
3000K

4000K (Std)
5000K
6500K

EW - Extra Wide 110º 
W - Wide 90º

M - Medium 60º 
HR - High Rack

D - Diffused 110°

166W 28200lm (450mA) 183lm/W

185W 31000lm (500mA) 178lm/W

Product Specification

Customisation Options
CODE Driver Options

ND Non-Dim Std Driver

10 0-10 or 1-10v Dimming

DD DALI Dim

IND Industry

INDD Industry Dali

CODE Sensor Options

SO7 PIR Sensor on/off 7m

SO12 PIR Sensor on/off 12m

SD7 PIR Sensor Dim 7m

SD12 PIR Sensor Dim 12m

SS PIR Philips Smart Sensor 16m

SIP PIR Sensor Lite IP 16m

HS PIR Osram Hubsense Sensor 16m
CODE Emergency

EL 3HR emergency conversion 500lm

ESL 3HR self-test emergency conversion 500lm

EIP Wireless Emergency Lite IP

300

400

500

200

100

400

600

800

200

EW - Extra Wide 110º W - Wide 90º M - Medium 60º

400

600

800

200

HR - High Rack

200

300

100

D - Diffused 110º
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Features

• Vossloh-Schwabe LED, optic and driver combination

• Lumen output up to 32,680lm

• Diffused, 110°, 90°, 60° & high rack optic options

• Colour temperature options in 3000K, 4000K, 5000K, 6500K

• Integral ICEL endorsed emergency up to 1000lm with 
standard & self-test function

• Sensor option on/off, dimmable, wireless & 
daylight harvesting

• Luminous fl ux 178 to 188lm/W depending on power

• Easy surface, Besa mounting and suspension 
mounting points

• 50,000 hours of life L80 B10

• 5-year warranty

Overview

High Performance Ultrabay 3 is British-built and comes 
complete with the latest up-to-date components to 
give the highest effi cacies and reliability with a lumen 
package of up to 28,000lm. This fi tting utilises Vossloh-
Schwabe LED and optics to maximise the lumen output 
with accurate beam control.

This Ultrabay 3 also comes with a Vossloh-Schwabe 
driver; a world leader in component technology offering 
up to 100,000 hours’ fl icker-free operation.

The Ultrabay can be customised with various 
emergency and sensor options including wireless 
controls and monitoring.

Ultrabay 3
Ultrabay 3 Linear Highbay/Lowbay

Product Dimensions

1033mm

240mm

62mm

Emergency
3HR

Applies to 
EM optionPIR

Sensor
Up to 

28,000Lm
Wireless
Option

5-Year
Warranty
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Specification

Features

• LED dimmable fi re-rated & IP65 downlight for 
domestic applications

• Fast fi t magnetic bezel

• Fire rated to 30, 60 & 90 minutes

• Gasket for acoustic and moisture protection

• 3 CCT options 3K, 4K, 5K

• Compact size for easy retrofi t

• Cut out size is 55mm - 70mm

Overview

This eco 6-watt range has a light output exceeding 
540  lumens, which is an ideal alternative to a 50-watt 
halogen GU10 lamp. With a state-of-the-art Integral 
driver, this unit is a compact unit indeed and a fast in/
out connector comes as standard to make this an ideal 
retrofit downlight. Additionally, whilst it comes with a 
white bezel as standard, there are optional bezels in 
polished chrome, brushed satin, black and brass.

Product Dimensions
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(w) 84mm x (h) 67.4mm

Ø84 Cut out 55 70mm Ø

50mm min void

6
7

.4
IP65

Fire
Rated Dimmable

3-Year 
Commercial

5-Year 
Domestic 
Warranty 

NEO Fire-Rated IP65 Downlight
6W IP65 Downlight available in 3K, 4K, 5K 
and with multiple Bezel options
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Photometric Performance

NEO Fire Rated IP65 Downlight Specification sheet

Code Power CCT Lumens

DL-NEO-6W-3K 6W 3000K 540lm

DL-NEO-6W-4K 6W 4000K 570lm

DL-NEO-6W-5K 6W 5000K 600lm

Product Specification

400

800

1200

1600

Fascia options Connector Side profile

Features

• LED dimmable fi re-rated & IP65 downlight for 
domestic applications

• Fast fi t magnetic bezel

• Fire rated to 30, 60 & 90 minutes

• Gasket for acoustic and moisture protection

• 3 CCT options 3K, 4K, 5K

• Compact size for easy retrofi t

• Cut out size is 55mm - 70mm

Overview

This eco 6-watt range has a light output exceeding 
540  lumens, which is an ideal alternative to a 50-watt 
halogen GU10 lamp. With a state-of-the-art Integral 
driver, this unit is a compact unit indeed and a fast in/
out connector comes as standard to make this an ideal 
retrofit downlight. Additionally, whilst it comes with a 
white bezel as standard, there are optional bezels in 
polished chrome, brushed satin, black and brass.

Product Dimensions
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(w) 84mm x (h) 67.4mm

Ø84 Cut out 55 70mm Ø

50mm min void

6
7

.4

IP65

Fire
Rated Dimmable

3-Year 
Commercial

5-Year 
Domestic 
Warranty 

NEO Fire-Rated IP65 Downlight
6W IP65 Downlight available in 3K, 4K, 5K 
and with multiple Bezel options
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Specification

Features

• Three different fascias of white, brushed steel & 
chrome included

• 30, 60 & 90 minute fi re rated

• IP65

• Mains dimmable functionality

• Simple to install

Overview

This 8W CCT-switchable downlight can be adjusted to 
3000K, 4000K & 6000K and is fire-rated to 90 minutes. 
It comes with trailing edge dimming functionality, up to 
50,000 hours’ life and a 5-year warranty as standard 
and with 3 interchangeable fascias it provides a fast and 
cost-effective downlight solution in all cases.

Product Dimensions
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Cut-out min 67mm ø
max 73mm ø

65mm

50mm min. void space

DL CC 8W Fire Rated Downlight
High output CCT-switchable downlight with 
3 interchangeable bezels

5-Year
Warranty

Up to
50,000
hours

CCT 
switchable 
3K 4K 6K IP65 Dimmable
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8w Fire Rated Downlight Specification sheet

Photometric Performance

Code LED Power Cutout Luminous Flux Colour Temp Frame Colour

DL-IP65-CC-FIRE-8W-DIM 8W 67-72mm 660-680lm

3000K White

4000K Brushed Steel

6000K Polished Chrome

Product Specification

200

400

600

800

Features

• Three different fascias of white, brushed steel & 
chrome included

• 30, 60 & 90 minute fi re rated

• IP65

• Mains dimmable functionality

• Simple to install

Overview

This 8W CCT-switchable downlight can be adjusted to 
3000K, 4000K & 6000K and is fire-rated to 90 minutes. 
It comes with trailing edge dimming functionality, up to 
50,000 hours’ life and a 5-year warranty as standard 
and with 3 interchangeable fascias it provides a fast and 
cost-effective downlight solution in all cases.

Product Dimensions
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Cut-out min 67mm ø
max 73mm ø

65mm

50mm min. void space

DL CC 8W Fire Rated Downlight
High output CCT-switchable downlight with 
3 interchangeable bezels

5-Year
Warranty

Up to
50,000
hours

CCT 
switchable 
3K 4K 6K IP65 Dimmable
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Specification

Features

• 100lm/W

• 60° or 90°  aluminium

• Comply with new ECA criteria

• 3K and 4K as standard

• 50,000 hours 

• 5-year warranty

• EM option

• 120mm, 170mm and 225mm options

Overview

This is an excellent LED replacement for downlights with 
compact fluorescent lamps with a variety of sizes and 
lumen outputs. Additionally, there are reflector solution 
options of 60° and 90° and a 5-year warranty is offered 
on a nominal lifetime of 50,000 hours.

Tridonic G2 Downlight
Rapid installation Tridonic Downlight

Product Dimensions

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

120mm 
diameter
LED module

120mm 
diameter
LED driver

170mm 
diameter
LED module

170mm 
diameter
LED driver

225mm 
diameter
LED module

225mm 
diameter
LED driver

5-Year
Warranty Emergency

3HR
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Photometric Performance

Tridonic G2 Downlight Specification sheet

Code Power Diameter Cutout Beam Angle Luminous Flux

DL-TRIG2-120-10W 10W 120mm 100mm - 108mm 60° or 90° 1000lm

DL-TRIG2-170-10W 10W 170mm 145mm - 158mm 60° or 90° 1000lm

DL-TRIG2-170-20W 20W 170mm 145mm - 158mm 60° or 90° 2000lm

DL-TRIG2-225-20W 20W 225mm 190mm - 210mm 60° or 90° 2000lm

DL-TRIG2-225-30W 30W 225mm 190mm - 210mm 60° or 90° 3000lm

EM option

Product Specification

Customisation Options

400

300

200

100

400

200

600

400

200

600

800

1000

No Refl ector 90º Refl ector 60º Refl ector

90º reflector 60º reflector

Features

• 100lm/W

• 60° or 90°  aluminium

• Comply with new ECA criteria

• 3K and 4K as standard

• 50,000 hours 

• 5-year warranty

• EM option

• 120mm, 170mm and 225mm options

Overview

This is an excellent LED replacement for downlights with 
compact fluorescent lamps with a variety of sizes and 
lumen outputs. Additionally, there are reflector solution 
options of 60° and 90° and a 5-year warranty is offered 
on a nominal lifetime of 50,000 hours.

Tridonic G2 Downlight
Rapid installation Tridonic Downlight

Product Dimensions
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120mm 
diameter
LED module

120mm 
diameter
LED driver

170mm 
diameter
LED module

170mm 
diameter
LED driver

225mm 
diameter
LED module

225mm 
diameter
LED driver

5-Year
Warranty Emergency

3HR
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Specification
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Features

• Made In Britain

• Tridonic LED and driver, as well as emergency gear 
as required

• 1700lm & 2400lm options

• Up to 194lm/W

• Ra >80

• 3K & 4K options

• Small colour tolerance (MacAdam 3) 

• Long lifetime: 50,000 hours

Overview

A premium compact 2D style gear tray using the 
latest Tridonic LED board, achieving up to 194lm/W. 
To ensure a long and stable life, Tridonic drivers and 
emergency converters are also fi tted and with a 
5-year warranty as standard, this is a superb 
retrofi t solution.

2D Compact Retrofit Gear Tray
Tridonic Compact 2D Retrofit Gear Tray

Product Dimensions

Up to 
194 lm/W

5-Year
Warranty

160

160
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Photometric Performance

Compact Retrofit Gear Tray Specification sheet

Product Specification

Rear view

Code Lumens LED Power lm/w CCT Emergency

2D-GTRS-TD-17-3 1600 8.6W 184 3000K No

2D-GTRS-TD-17-3-E3N 1600 8.6W 184 3000K Yes 3HR

2D-GTRS-TD-17-4 1680 8.6W 194 4000K No

2D-GTRS-TD-17-4-E3N 1680 8.6W 194 4000K Yes 3HR

2D-GTRS-TD-24-3 2200 12.5W 175 3000K No

2D-GTRS-TD-24-3-E3N 2200 12.5W 175 3000K Yes 3HR

2D-GTRS-TD-24-4 2330 12.5W 184 4000K No

2D-GTRS-TD-24-4-E3N 2330 12.5W 184 4000K Yes 3HR
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Features

• Made In Britain

• Tridonic LED and driver, as well as emergency gear 
as required

• 1700lm & 2400lm options

• Up to 194lm/W

• Ra >80

• 3K & 4K options

• Small colour tolerance (MacAdam 3) 

• Long lifetime: 50,000 hours

Overview

A premium compact 2D style gear tray using the 
latest Tridonic LED board, achieving up to 194lm/W. 
To ensure a long and stable life, Tridonic drivers and 
emergency converters are also fi tted and with a 
5-year warranty as standard, this is a superb 
retrofi t solution.

2D Compact Retrofit Gear Tray
Tridonic Compact 2D Retrofit Gear Tray

Product Dimensions

Up to 
194 lm/W

5-Year
Warranty

160

160
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Specification

LED Wallpack Philips
IP65 rated wallpack featuring Philips Xitanium technology

Features

• IP65 aluminium housing for long life

• Philips premium driver for long stable life

• SMD LED offering uniform light

• Lifespan up to 50,000 hours

• Optional dawn/dusk sensor and emergency

• Delivers over 3000lm

Overview

Excellent replacement for halogen, sodium and metal 
halide wall packs offering significant energy reductions. 
With LED technology this wall pack offers instant on 
100% performance even in cold conditions.

Product Dimensions

IP65

LED Wallpack Philips 
IP65-rated wallpack powered by Philips Xitanium technology

Features

• IP65 robust aluminium housing

• Philips premium driver for long stable life

• SMD LED offering unform light

• Lifespan up to 50,000 hours

• Optional Dawn/Dusk Sensor and Emergency

Overview

Excellent replacement for Halogen, Sodium & Metal 
Halide Wall Packs offering significant power 
reductions.

This wall pack offers an "instant on 100% 
performance" even in cold conditions.
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IP65

Product Dimensionss

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

5-Year
Warranty

Photometric Performance

LED Wallpack Philips Specification sheet

Code LED Power Luminous Flux Colour Temp

WP-35W-IP65-4K
35W 3000lm

4000K

WP-35W-IP65-6K 6000K

Emergency

EL - 3HR Emergency Conversion

ESL - 3HR Self-Test Emergency

Sensor

PH - On/Off Photocell

DD - DALI dim

RD - Retractive/Touch/Switch Dim

Product Specification

Customisation Options

Rear view Front view
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Specification

EDGE Wall Pack
EDGE Decorative Wall Pack CCT & Power Selectable

5-Year
Warranty

Features

• IP65 premium aluminium enclosure

• Power switchable 13-28W 1700-3500lm

• CCT switchable 3K-4K

• Integral emergency conversion with standard &
self-tested options

• Integral microwave sensor options

• Side or rear cable entry

• 3 colour options; anthracite, light grey, black

• Photo cell dawn to dusk option

Overview

The EDGE decorative wall pack offers the 
ultimate level of customisation with a 
power switchable driver offering lumen 
outputs between 1700lm and 3500lm and 
CCT switching between 3K and 4K. With a 
choice of 3 colours, the EDGE really makes a 
statement on the outside of any building.

Product Dimensions

Emergency
3HR130lm/wIP65

Sensor
Options

13w

28w
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Photometric Performance

EDGE Decorative Wall Pack Specification sheet

Code Description

EDWP-PS35-CCT-ANT EDGE Wall Pack 3K/4K switchable 1700-3500lm Anthracite

EDWP-PS35-CCT-LG EDGE Wall Pack 3K/4K switchable 1700-3500lm Light Grey

EDWP-PS35-CCT-BLK EDGE Wall Pack 3K/4K switchable 1700-3500lm Black

Code Description

EDWP-PS35-CCT-ANT-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Anthracite cW 3HR Lithium Emergency

EDWP-PS35-CCT-LG-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Light Grey cW 3HR Lithium Emergency

EDWP-PS35-CCT-BLK-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Black cW 3HR Lithium Emergency

EDWP-PS35-CCT-ANT-MO EDGE Wall Pack 3K/4K switchable 1700-3500lm Anthracite cW Microwave Sensor

EDWP-PS35-CCT-LG-MO EDGE Wall Pack 3K/4K switchable 1700-3500lm Light Grey cW Microwave Sensor

EDWP-PS35-CCT-BLK-MO EDGE Wall Pack 3K/4K switchable 1700-3500lm Black cWMicrowave Sensor

EDWP-PS35-CCT-ANT-MO-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Anthracite cW Microwave Sensor & 3HR Lithium Emergency

EDWP-PS35-CCT-LG-MO-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Light Grey cW Microwave Sensor & 3HR Lithium Emergency

EDWP-PS35-CCT-BLK-MO-E3L EDGE Wall Pack 3K/4K switchable 1700-3500lm Black cW Microwave Sensor & 3HR Lithium Emergency

Product Specification

Rear view Side view Side view – different colour options

Customisation Options
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EDGE Wall Pack
EDGE Decorative Wall Pack CCT & Power Selectable

5-Year
Warranty

Features

• IP65 premium aluminium enclosure

• Power switchable 13-28W 1700-3500lm

• CCT switchable 3K-4K

• Integral emergency conversion with standard &
self-tested options

• Integral microwave sensor options

• Side or rear cable entry

• 3 colour options; anthracite, light grey, black

• Photo cell dawn to dusk option

Overview

The EDGE decorative wall pack offers the 
ultimate level of customisation with a 
power switchable driver offering lumen 
outputs between 1700lm and 3500lm and 
CCT switching between 3K and 4K. With a 
choice of 3 colours, the EDGE really makes a 
statement on the outside of any building.

Product Dimensions

Emergency
3HR130lm/wIP65

Sensor
Options

13w

28w
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Specification

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Features

• ENEC certifi ed

• ICEL endorsement

• Twist-lock jack plugs

• Indicator bezel

• Various connection options

• Ideal for use with LED panels or downlights

• Use with mains driver for maintained applications

• Compact: L 223mm, W 55mm, H 25mm

Overview

With a 5-year warranty and user selectable self-test 
facility, the BrightLED remote emergency conversion 
offers the ultimate combination of value and 
functionality.

Product Dimensions

5-Year
Warranty

(inc. battery)

Pro Range Smart Lithium 
Emergency Conversion Pack
Remote Emergency Conversion Pack 3Hr Std & Self-Test

Std &
Self-Test

Lithium
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Photometric Performance

Smart Lithium Emergency Conversion Pack Specification sheet

Product Specification

End view Connections

Code Description

EPS-FX30-SMT-LTD 3W Smart Emergency Conversion Pack Standard & Self-Test Lithium - 5-Year Battery Warranty
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Features

• ENEC certifi ed

• ICEL endorsement

• Twist-lock jack plugs

• Indicator bezel

• Various connection options

• Ideal for use with LED panels or downlights

• Use with mains driver for maintained applications

• Compact: L 223mm, W 55mm, H 25mm

Overview

With a 5-year warranty and user selectable self-test 
facility, the BrightLED remote emergency conversion 
offers the ultimate combination of value and 
functionality.

Product Dimensions

5-Year
Warranty

(inc. battery)

Pro Range Smart Lithium 
Emergency Conversion Pack
Remote Emergency Conversion Pack 3Hr Std & Self-Test

Std &
Self-Test

Lithium
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Specification

Combo Emergency Pin Spot
Emergency Pin Spot - Dual Lens (open area & corridor function)

Features

• Includes 2 lenses; open area (OA) & corridor function (CF)

• Cutout 42 to 50mm standard or up to 70mm with 
extension ring

• Plug and play driver & battery

• Easy access test button on fascia

• 160lm output

Overview

The BrightLED combo non-maintained Emergency Pin 
Spot downlight comes with 2 optical lenses (open area 
and corridor function) for different applications.

A stylish design with an extension ring allows for hole 
sizes from 42mm up to 70mm for easy retrofit. The 
integration of a test button on the fascia allows for 
easy function testing.

Product Dimensions
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5000K Samsung 
LED

160lm

160

29.5

160

300

300

130

31

181
196

L

N

Battery

Emergency Driver
55/80

5-Year 
Warranty
2-Year on 
Battery 
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Photometric Performance

Combo pin spot EM Specification sheet

Code Description

EPS-3W-COMBO-NM 3W Emergency recessed non-maintained 150lm Pin Spot (combined Corridor and Open Area Lens)

Product Specification

Corridor Function (CF)

Open Area (OA) With included bezel

Open Area (OA)

Corridor Function (CF)

160

0°
cd/klm ɳ = 100%

15° 30°30°

45°45°

60°60°

75°75°

90°90°

105°105°
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80

15° 0°
cd/klm ɳ = 99%

15°15° 30°30°

45°45°

60°60°

75°75°

90°90°

105°105°

30
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20

Combo Emergency Pin Spot
Emergency Pin Spot - Dual Lens (open area & corridor function)

Features

• Includes 2 lenses; open area (OA) & corridor function (CF)

• Cutout 42 to 50mm standard or up to 70mm with 
extension ring

• Plug and play driver & battery

• Easy access test button on fascia

• 160lm output

Overview

The BrightLED combo non-maintained Emergency Pin 
Spot downlight comes with 2 optical lenses (open area 
and corridor function) for different applications.

A stylish design with an extension ring allows for hole 
sizes from 42mm up to 70mm for easy retrofit. The 
integration of a test button on the fascia allows for 
easy function testing.

Product Dimensions
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5000K Samsung 
LED

160lm

160

29.5

160

300

300

130

31
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196

L

N

Battery

Emergency Driver
55/80

5-Year 
Warranty
2-Year on 
Battery 
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Specification

Emergency Pin Spot
Compact Emergency Pin Spot with Open Area and
Corridor Function - Std & Self-Test - PRO Range

Features

• 5-year warranty on lithium cell and electronics

• ICEL & ENEC certifi ed

• Compact discreet design 

• Open area and corridor options

• Intelligent controls with selectable self-test

• IR remote control option for the self-test version

• 220lm open area 200lm corridor

Overview

Intelligent compact emergency pin spots that are ICEL 
endorsed and ENEC certified to offer full compliance to 
current standard. These units can be used in both standard 
and self-test mode offering complete flexibility. Supplied 
with the latest lithium LiFePO4 battery technology, 
ensuring a long stable life backed up with a 5-year 
warranty on both battery and electronics. 
The optional remote control allows for the easy 
programming of the self-test function or manual testing. 

Product Dimensions
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5-Year
Warranty

Lithium
Emergency

Options

45mm

24.7
Mini. void
110mm

Cut out: 35mm diameter
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Photometric Performance

Emergency PinSpot Specification sheet

Part Number Beam Angle Description

EPS-1.5FX-NSDT-NM-OP Open Area - 125° Smart 220lm NM Emergency Pin Spot Open Area STD & Self-Test

EPS-1.5FX-NSDT-NM-CF Corridor - 145° x 75° Smart 200lm NM Emergency Pin Spot Corridor Function STD & Self-Test

Product Specification

200
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800

1000

1. Life PO4 battery 2. Corridor

OpenCorridor

3. Open

50

100

150

200

250

Emergency Pin Spot
Compact Emergency Pin Spot with Open Area and
Corridor Function - Std & Self-Test - PRO Range

Features

• 5-year warranty on lithium cell and electronics

• ICEL & ENEC certifi ed

• Compact discreet design 

• Open area and corridor options

• Intelligent controls with selectable self-test

• IR remote control option for the self-test version

• 220lm open area 200lm corridor

Overview

Intelligent compact emergency pin spots that are ICEL 
endorsed and ENEC certified to offer full compliance to 
current standard. These units can be used in both standard 
and self-test mode offering complete flexibility. Supplied 
with the latest lithium LiFePO4 battery technology, 
ensuring a long stable life backed up with a 5-year 
warranty on both battery and electronics. 
The optional remote control allows for the easy 
programming of the self-test function or manual testing. 

Product Dimensions
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5-Year
Warranty

Lithium
Emergency

Options

45mm

24.7
Mini. void
110mm

Cut out: 35mm diameter
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Specification

Features

• 5-year warranty on cell & electronics

• Li-ion battery

• 3hr operation

• ICEL endorsed

• IR remote control option for self-test

Overview

Intelligent surface mount emergencies that are ICEL 
endorsed and ENEC certified to offer full compliance 
to current standard.

These units come in both standard and self-test 
versions offering complete flexibility.

Supplied with the latest lithium LiFePO4 battery 
technology, ensuring a long stable life backed up with 
a 5-year warranty on both battery and electronics.

With various lens and lumen output options, this surface 
mount emergency fitting offers brilliant functionality.

Product Dimensions
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Surface Mount
Emergency Downlight
Surface Mount Emergency Std & Self-Test - PRO Range

Lithium
Emergency

Options

150mm DIA

40
m

m

5-Year
Warranty
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Emergency PinSpot Specification sheet

NEED QR 
CODE

Photometric Performance

Part Number Beam Angle Description

Std

EPS-FXSDL-150-OP-L Open Area - 125° 150lm EM Surface Downlight NM Open Area Manual Test Lithium

EPS-FXSDL-150-CF-L Corridor - 145° x 75° 140lm EM Surface Downlight NM Corridor Function Manual Test Lithium

EPS-FXSDL-270-OP-L Open Area - 155° 270lm EM Surface Downlight NM Open Area Manual Test Lithium

EPS-FXSDL-270-PS-L Spot - 45° 270lm EM Surface Downlight NM Narrow Spot Manual Test Lithium

Self-Test

EPS-FXSDL-150-OP-ESL Open Area - 125° 150lm EM Surface Downlight NM Open Area Self-Test Lithium

EPS-FXSDL-140-CF-ESL Corridor - 145° x 75° 140lm EM Surface Downlight NM Corridor Function Self-Test Lithium

EPS-FXSDL-270-OP-ESL Open Area - 155° 270lm EM Surface Downlight NM Open Area Self-Test Lithium

EPS-FXSDL-270-SP-ESL Spot - 45° 270lm EM Surface Downlight NM Narrow Spot Self-Test Lithium

Product Specification
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Features

• 5-year warranty on cell & electronics

• Li-ion battery

• 3hr operation

• ICEL endorsed

• IR remote control option for self-test

Overview

Intelligent surface mount emergencies that are ICEL 
endorsed and ENEC certified to offer full compliance 
to current standard.

These units come in both standard and self-test 
versions offering complete flexibility.

Supplied with the latest lithium LiFePO4 battery 
technology, ensuring a long stable life backed up with 
a 5-year warranty on both battery and electronics.

With various lens and lumen output options, this surface 
mount emergency fitting offers brilliant functionality.

Product Dimensions
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Surface Mount
Emergency Downlight
Surface Mount Emergency Std & Self-Test - PRO Range

Lithium
Emergency

Options

150mm DIA

40
m

m

5-Year
Warranty
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Specification

Pro Range Emergency 
IP65 Bulkhead
Manual or Self-Test Emergency Bulkhead with Standard and High Output

Features

• ICEL endorsed

• 170lm or 320lm options

• 1400lm mains version available

• IP65 self-contained LED emergency 
luminaire

• IK10 impact rating

• Low standby power consumption 
< 0.5W (NM mode)

• Self-test optional

• Remote control optional (REM10)

• Lithium battery

• Maintained or non-maintained 
confi gurations as standard 

• Suitable for indoor or outdoor 
applications

• Supplied with stick-on exit legend kit

• 5-year warranty, including battery

Overview

This simple and lightweight 
emergency bulkhead product 
can be wired for either 
maintained or non-maintained 
operation and has IP65 
protection, meaning that it 
can be used for indoor or 
outdoor applications.

Product Dimensions
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355mm

60.8
109

5-Year
Warranty

Lithium

IP65
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Photometric Performance

Emergency IP65 Bulkhead Specification sheet

Part Number Description

EPS-FXBH-IP65-170-L 170lm IP65 Emergency bulkhead Manual Test + legend kit – 5-year battery warranty

EPS-FXBH-IP65-320-L 320lm IP65 Emergency bulkhead Manual Test + legend kit – 5-year battery warranty

EPS-FXBH-IP65-170-ESL 170lm IP65 Emergency bulkhead Self-Test + legend kit – 5-year battery warranty

EPS-FXBH-IP65-320-ESL 320lm IP65 Emergency bulkhead Self-Test + legend kit – 5-year battery warranty

EPS-FXBH-IP65-170/1400M-ESL High output maintained 1400lm 170lm Emergency Self-Test

EPS-FXBH-IP65-320/1400M-ESL  High output maintained 1400lm 320lm Emergency Self-Test

EPS-FXBH-RECKIT Recess Kit for IP65 Exit Bulkhead

Product Specification

100

200

300

End view Top view

Pro Range Emergency 
IP65 Bulkhead
Manual or Self-Test Emergency Bulkhead with Standard and High Output

Features

• ICEL endorsed

• 170lm or 320lm options

• 1400lm mains version available

• IP65 self-contained LED emergency 
luminaire

• IK10 impact rating

• Low standby power consumption 
< 0.5W (NM mode)

• Self-test optional

• Remote control optional (REM10)

• Lithium battery

• Maintained or non-maintained 
confi gurations as standard 

• Suitable for indoor or outdoor 
applications

• Supplied with stick-on exit legend kit

• 5-year warranty, including battery

Overview

This simple and lightweight 
emergency bulkhead product 
can be wired for either 
maintained or non-maintained 
operation and has IP65 
protection, meaning that it 
can be used for indoor or 
outdoor applications.

Product Dimensions
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Warranty
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Specification

Features

• ICEL endorsed

• Self-contained emergency LED exit box

• Supplied with ISO 7010 arrow up legend

• Viewing distance 34m

• Low stand-by power consumption < 0.5W (NM mode)

• Self-test and remote control optional

• Lithium battery

• Maintained or non-maintained confi gurations as standard

• IP20 suitable for indoor applications

• 5-year warranty on battery & electronics

Overview

BrightLED Exit Signs are ICEL endorsed and 
manufactured to provide full compliance to current 
standards, including BS 60598-2-22 and ISO 7010.

With an optional self-test feature, the product
can be wired for either maintained or 
non-maintained operation.

Tests can be carried out using the infrared remote 
control (self-test version only).

Product Dimensions
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6
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3

Pro Range Emergency Exit Box
Self-contained emergency LED Exit Sign 34m viewing
with self-test option

5-Year
Warranty

Lithium
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Emergency Exit Box Specification sheet

Part Number Description

EPS-FXBX-L Emergency Exit Box Manual Test Lithium

EPS-FXBX-ESL Emergency Exit Box Self-Test Lithium

EPS-FXBX-LEG-L/R Exit Box Legend Left & Right

EPS-FXBX-LEG-D Exit Box Legend Down

EPS-FXBX-RECKIT Exit Box Recess Kit

Product Specification

Front view Rear view

Features

• ICEL endorsed

• Self-contained emergency LED exit box

• Supplied with ISO 7010 arrow up legend

• Viewing distance 34m

• Low stand-by power consumption < 0.5W (NM mode)

• Self-test and remote control optional

• Lithium battery

• Maintained or non-maintained confi gurations as standard

• IP20 suitable for indoor applications

• 5-year warranty on battery & electronics

Overview

BrightLED Exit Signs are ICEL endorsed and 
manufactured to provide full compliance to current 
standards, including BS 60598-2-22 and ISO 7010.

With an optional self-test feature, the product
can be wired for either maintained or 
non-maintained operation.

Tests can be carried out using the infrared remote 
control (self-test version only).

Product Dimensions
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Pro Range Emergency Exit Box
Self-contained emergency LED Exit Sign 34m viewing
with self-test option

5-Year
Warranty

Lithium
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Specification

Pro Range Emergency Exit Blade
Double-sided self-contained LED Exit Sign 30m viewing
with self-test option

Features

• Double-sided self-contained emergency LED exit sign

• Supplied with ISO 7010 arrow up legend

• Viewing distance 30m

• Low standby power consumption < 0.5W (NM mode)

• Self-test and remote control optional

• Lithium battery

• Maintained or non-maintained as standard

• Ceiling or recessed mounting

• IP20: suitable for indoor applications

• 5-year warranty on cell & electronics

Overview

BrightLED Exit Blades are ICEL endorsed and 
manufactured to provide full compliance to current 
standards, including BS 60598-2-22 and ISO 7010.

With an optional self-test feature, the product can 
be wired for either maintained or non-maintained 
operation.

Tests can be carried out using the infrared remote 
control (self-test version only).

Product Dimensions
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5-Year
Warranty

Lithium
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Emergency Exit Blade Specification sheet

Part Number Description

EPS-FXBL-L Emergency Exit Blade Manual Test Lithium

EPS-FXBL-ESL Emergency Exit Blade Self-Test Lithium

EPS-FXBL-LEG-L/R Exit Blade Legend Left & Right

EPS-FXBL-LEG-D Exit Blade Legend Down

EPS-FXBL-RECKIT Exit Blade Recess Kit

Product Specification

Front view Flat view

Pro Range Emergency Exit Blade
Double-sided self-contained LED Exit Sign 30m viewing
with self-test option

Features

• Double-sided self-contained emergency LED exit sign

• Supplied with ISO 7010 arrow up legend

• Viewing distance 30m

• Low standby power consumption < 0.5W (NM mode)

• Self-test and remote control optional

• Lithium battery

• Maintained or non-maintained as standard

• Ceiling or recessed mounting

• IP20: suitable for indoor applications

• 5-year warranty on cell & electronics

Overview

BrightLED Exit Blades are ICEL endorsed and 
manufactured to provide full compliance to current 
standards, including BS 60598-2-22 and ISO 7010.

With an optional self-test feature, the product can 
be wired for either maintained or non-maintained 
operation.

Tests can be carried out using the infrared remote 
control (self-test version only).

Product Dimensions
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Warranty

Lithium
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Specification
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Features

• IP65 self-contained emergency twinspot

• IK10 impact rating

• Low stand-by power consumption < 0.5W

• Self-test version available

• Li-ion battery with a 5-year warranty

• 5-year warranty on cell & electronics

• Non-maintained 350lm in emergency mode

• Suitable for indoor or outdoor applications

• Remote control optional 

Overview

BrightLED Smart Emergency Twin Spots are ICEL 
endorsed and manufactured to provide full compliance 
to current standards, including BS 60598-2-22 and 
ISO 7010. Each spot can be individually rotated and 
angled to ensure the correct coverage.

Pro Range Emergency Twin Spot
Non-maintained with 5-year battery warranty

Product Dimensions

5-Year
Warranty

(inc. battery)

5-Year
Self-Test

OptionIP65 350lm/W
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Photometric Performance

Emergency Twin Spot

Product Specification

Front view Back viewSide view

Code Description

EPS-FXTS-350-L Emergency Twin Spot NM 350lm Manual Test Lithium - 5-year battery warranty

EPS-FXTS-350-ESL Emergency Twin Spot NM 350lm Self-Test Lithium - 5-year battery warranty
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Features

• IP65 self-contained emergency twinspot

• IK10 impact rating

• Low stand-by power consumption < 0.5W

• Self-test version available

• Li-ion battery with a 5-year warranty

• 5-year warranty on cell & electronics

• Non-maintained 350lm in emergency mode

• Suitable for indoor or outdoor applications

• Remote control optional 

Overview

BrightLED Smart Emergency Twin Spots are ICEL 
endorsed and manufactured to provide full compliance 
to current standards, including BS 60598-2-22 and 
ISO 7010. Each spot can be individually rotated and 
angled to ensure the correct coverage.

Pro Range Emergency Twin Spot
Non-maintained with 5-year battery warranty

Product Dimensions

5-Year
Warranty

(inc. battery)

5-Year
Self-Test

OptionIP65 350lm/W
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Specification

Standard & DALI PIR Sensor
Remote Programming PIR Sensor

E: office@bright-led.co.uk   

T: 01282 505400   F: 0844 854 8662 www.bright-led.co.uk

Product Dimensions

Features

• On/off version with manual switched input 
for override

• DALI version (onboard power up to 40 devices)

• Intelligent photocell for daylight detection
(daylight harvesting on DALI version)

• Remote setting with IR controller

• Memory function for fast programming

• Recessed or surface mount options

• 5-year warranty

• Plug-in connectors

Overview

A remote programmable PIR Sensor for office, classroom 
and commercial interior spaces where on/off or DALI control 
is required in small groups. Designed with a low profile for 
aesthetically demanding architectural projects whilst retaining 
the functionality expected of the latest lighting controls.  
Control to the light fixtures is provided via self-powered DALI 
communication (up to 40 drivers) or a switched output. Set-up 
of the sensor is carried out using a remote control handset 
with program memory allowing one-key commissioning where 
common settings are used for multiple devices.

IR Remote
Control

Intelligent 
photocell

Zero 
crossing 

detection

Daylight 
harvest 
function

5-Year
Warranty
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Detection Pattern

Hytronic PIR Sensors Specification sheet

Code Description

BLIR27/R Recessed Independent DALI PIR motion sensor programmable by remote IR. Max 6m height

BLIR28/R Recessed PIR On/Off PIR motion sensor programmable by remote IR. Max 6m height

BLHA03 Sensor Surface mount box for PIR Sensors

Product Specification

Optional surface mount

A: Tangential movement B: Radial movement Mount height Tangential (A) Radial (B)

2.5m max 79m2 (Ø = 10m) max 20m2 (Ø = 5m)

3m max 79m2 (Ø = 10m) max 20m2 (Ø = 5m)

4m max 64m2 (Ø = 9m) max 20m2 (Ø = 5m)

5m max 50m2 (Ø = 8m) max 20m2 (Ø = 5m)

6m max 50m2 (Ø = 8m) max 20m2 (Ø = 5m)

Standard & DALI PIR Sensor
Remote Programming PIR Sensor
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Product Dimensions

Features

• On/off version with manual switched input 
for override

• DALI version (onboard power up to 40 devices)

• Intelligent photocell for daylight detection
(daylight harvesting on DALI version)

• Remote setting with IR controller

• Memory function for fast programming

• Recessed or surface mount options

• 5-year warranty

• Plug-in connectors

Overview

A remote programmable PIR Sensor for office, classroom 
and commercial interior spaces where on/off or DALI control 
is required in small groups. Designed with a low profile for 
aesthetically demanding architectural projects whilst retaining 
the functionality expected of the latest lighting controls.  
Control to the light fixtures is provided via self-powered DALI 
communication (up to 40 drivers) or a switched output. Set-up 
of the sensor is carried out using a remote control handset 
with program memory allowing one-key commissioning where 
common settings are used for multiple devices.
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Specification

Hytronic Microwave Sensor
Remote Programming Microwave Sensor - Std & Dali
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Product Dimensions

Features

• On/off version with manual switch input 
for override

• DALI version (onboard power up to 40 devices)

• Pre-set fast programming rotary dial

• Intelligent photocell for daylight detection

• Remote setting with IR controller

• Memory function for fast programming

• Recessed or surface mount options

• 5-year warranty

Overview

A remote programmable Microwave Sensor for offi ce, classroom 
and commercial interior spaces where on/off or DALI control 
is required in small groups. Designed with a low profi le for 
aesthetically demanding architectural projects whilst retaining 
the functionality expected of the latest lighting controls.  
Control to the light fi xtures is provided via self-powered DALI 
communication (up to 40 drivers) or a switched output. Set-up 
of the sensor is carried out using a remote control handset 
with program memory allowing one-key commissioning where 
common settings are used for multiple devices.
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Detection Pattern

Hytronic Microwave Sensors Specification sheet

Code Description

BLMW20 Recessed On/Off Microwave Motion Sensor programmed by remote IR (sold separately). Max 6m height

BLMW24 Recessed DALI Microwave Motion Sensor programmed by remote IR (sold separately). Max 6m height

BLHA02 Sensor Surface mount box for Microwave Sensors

Product Specification

Surface mount
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Hytronic Microwave Sensor
Remote Programming Microwave Sensor - Std & Dali
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Product Dimensions

Features

• On/off version with manual switch input 
for override

• DALI version (onboard power up to 40 devices)

• Pre-set fast programming rotary dial

• Intelligent photocell for daylight detection

• Remote setting with IR controller

• Memory function for fast programming

• Recessed or surface mount options

• 5-year warranty

Overview

A remote programmable Microwave Sensor for offi ce, classroom 
and commercial interior spaces where on/off or DALI control 
is required in small groups. Designed with a low profi le for 
aesthetically demanding architectural projects whilst retaining 
the functionality expected of the latest lighting controls.  
Control to the light fi xtures is provided via self-powered DALI 
communication (up to 40 drivers) or a switched output. Set-up 
of the sensor is carried out using a remote control handset 
with program memory allowing one-key commissioning where 
common settings are used for multiple devices.
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